Disclosed embodiments include thermoelectric-based thermal management systems and methods configured to heat and/or cool an electrical device. Thermal management systems can include at least one electrical conductor in electrical and thermal communication with a temperature-sensitive region of the electrical device and at least one thermoelectric device in thermal communication with the at least one electrical conductor. Electric power can be directed to the thermoelectric device by the same electrical conductor or an external power supply, causing the thermoelectric device to provide controlled heating and/or cooling to the electrical device via the at least one electrical conductor. The thermoelectric management system can be integrated with the management system of the electrical device on a printed circuit substrate.
FIG. 15
THERMOELECTRIC-BASED THERMAL MANAGEMENT SYSTEM

BACKGROUND

[0001] 1. Field of the Disclosure
[0002] This disclosure relates generally to thermoelectric (TE) cooling and heating of electrical devices.
[0003] 2. Description of Related Art
[0004] Power electronics and other electrical devices, such as batteries, can be sensitive to overheating, cold temperatures, extreme temperatures, and operating temperature limits. The performance of such devices may be diminished, sometimes severely, when the devices are operated outside of recommended temperature ranges. In semiconductor devices, integrated circuit dies can overheat and malfunction. In batteries, including, for example, batteries used for automotive applications in electrified vehicles, battery cells and their components can degrade when overheated or overcooled. Such degradation can manifest itself in reduced battery storage capacity and/or reduced ability for the battery to be recharged over multiple duty cycles.

SUMMARY

[0005] It can be advantageous to manage the thermal conditions of power electronics and other electrical devices. Thermal management can reduce incidences of overheating, overcooling, and electrical device degradation. Certain embodiments described herein provide thermal management of devices that carry significant electric power and/or require high current and efficiency (e.g., power amplifiers, transformers, power inverters, insulated-gate bipolar transistors (IGBTs), electric motors, high power lasers and light-emitting diodes, batteries, and others). A wide range of solutions can be used to thermally manage such devices, including convective air and liquid cooling, conductive cooling, spry cooling with liquid jets, thermoelectric cooling of boards and chip cases, and other solutions. At least some embodiments disclosed herein provide at least one of the following advantages compared to existing techniques for heating or cooling electrical devices: higher power efficiency, lower or eliminated maintenance costs, greater reliability, longer service life, fewer components, fewer or eliminated moving parts, heating and cooling modes of operation, other advantages, or a combination of advantages.

[0006] In electrical devices, typically electrically active portions and/or temperature sensitive regions of the device are connected to the outside world, such as, for example, external circuits or devices, via electrical conductors. For example, electrodes of a battery cell can be designed to carry high electric power without significant losses (e.g., heat losses that are proportional to the square of the current, per Joule’s Law). The wire gauge of the electrical conductors used for such electrodes is commensurate with the high current that typically flows in such devices. The larger the size of the battery is, the bigger are the electrode posts for connection with outside circuits.

[0007] The high electrical conductance of electrodes and many other types of electrical conductors also means that such conductors typically have high thermal conductivity. The high thermal conductivity can be used to solve various thermal management problems, where one can deliver desired thermal power (e.g., cooling, heating, etc.) directly to the sensitive elements of the device by heating and/or cooling the electrodes, bypassing thermally-insensitive elements of the device. Similar to using thermally conditioned blood during blood transfusions for delivering heat deep to the core of human bodies, heat pumping through the electrodes can be used to efficiently deliver desired thermal conditions deep inside an electrical device. As an example, it has been determined that electrode cooling of advanced automotive batteries is one of the most advantageous techniques for battery thermal management. For example, the electrodes can be cooled using solid, liquid, or air cooling techniques. In a sense, electrodes act as cold fingers in such a thermal management arrangement.

[0008] Embodiments disclosed herein include systems and methods capable of thermally managing an electrical device by applying direct or indirect thermoelectric (TE) cooling and/or heating to current carrying electrical conductors (e.g., electrodes) of power components, electronics, and other electrical devices. Such devices can often benefit from thermal management. Some embodiments will be described with reference to particular electrical devices, such as, for example, batteries. However, at least some embodiments disclosed herein are capable of providing thermal management to other electrical devices, such as, for example, insulated-gate bipolar transistors (IGBTs), other electrical devices, or a combination of devices. At least some such devices can have high current carrying capacity and can suffer from operation outside of a preferred temperature range. The operation of some embodiments is described with reference to a cooling mode of operation. However, some or all of the embodiments disclosed herein can have a heating mode of operation, as well. In some situations a heating mode of operation can be employed to maintain the temperature of an electrical device above a threshold temperature, under which the electrical device may degrade or exhibit impaired operation. TE devices are uniquely suited to provide both heating and cooling functions with minimum complications for system architecture.

[0009] Embodiments disclosed herein include thermoelectric-based thermal management systems and methods. In some embodiments, a thermal management system is configured to manage temperature in a temperature-sensitive region of an electrical device. The thermal management system can include a thermoelectric device configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device. In some embodiments, the main surface of the thermoelectric device is in substantial thermal communication with a heat exchange surface of an electrical conductor. The electrical conductor is configured to deliver electric power to or from an electrical device such that the electrical conductor serves as a conduit for conducting thermal energy between a temperature-sensitive region of the electrical device and the thermoelectric device.

[0010] In certain embodiments, a method for thermally managing an electrical device includes connecting a heat transfer device that comprises an electrically conductive portion and an electrically insulating portion to a plurality of electrical conductors of an electrical device. The method can include directing substantial thermal energy exchange between the heat transfer device and a main surface of a thermoelectric device.

[0011] In some embodiments, a method for thermally managing an electrical device includes establishing substantial thermal communication between a thermoelectric device and
a heat exchange surface of an electrical conductor that is in thermal and electrical communication with the electrical device. The method can include heating or cooling the electrical device by adjusting the current directed in or out of the thermoelectric device.

In certain embodiments, a thermoelectric battery thermal management system is provided that is configured to manage temperature in a temperature-sensitive region of a battery cell that comprises a battery management controller configured to control charging and discharging of a battery cell. The system comprises a thermoelectric management controller configured to control electric power delivered to a thermoelectric device, wherein the thermoelectric device is configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device. The main surface of the thermoelectric device is attached to a bus bar, wherein the bus bar is in substantial thermal communication with an electrical conductor of the battery cell. The electrical conductor is configured to deliver electric power to or from the battery cell and the electrical conductor serves as a conduit for conducting thermal energy between a temperature-sensitive region of the battery cell and the thermoelectric device. The system comprises a battery enclosure that encloses the battery cell. The system comprises a printed circuit substrate comprising the battery management controller, the thermoelectric management controller, and a data connection between the battery management controller and the thermoelectric management controller. The printed circuit substrate is positioned within the battery enclosure and comprises a power connection for supplying electric power to the thermoelectric device.

In some embodiments, the thermoelectric battery thermal management system comprises a controller in electrical communication with the thermoelectric management controller and configured to control a polarity of electric current provided to the thermoelectric device. A first polarity of electric current is provided in a cooling mode of system operation and wherein a second polarity opposite the first polarity of electric current is provided in a heating mode of system operation.

In some embodiments, the battery management controller is configured to administer control functions to the battery cell.

In some embodiments, the thermoelectric battery thermal management system comprises a temperature sensor in thermal communication with the battery cell and in electrical communication with the thermoelectric management controller.

In some embodiments, the printed circuit substrate comprises a cutout portion configured to receive the thermoelectric device.

In some embodiments, a surface of the bus bar is in direct physical contact with a surface of the electrical conductor.

In some embodiments, a heat exchange surface of an electrical conductor that is in thermal and electrical communication with the electrical device. The method can include heating or cooling the electrical device by adjusting the current directed in or out of the thermoelectric device. The method includes controlling electric power delivered to a thermoelectric device using a thermoelectric management controller attached to the printed circuit substrate. The method includes supplying electric power to the thermoelectric device from a power connection attached to the printed circuit substrate. The thermoelectric device is configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device. The main surface of the thermoelectric device is in physical contact with a bus bar. The bus bar is in thermal and electrical communication with an electrode of the battery cell. The electrode is configured to deliver electric power to or from the battery cell and to serve as a conduit for conducting thermal energy between a temperature-sensitive region of the battery cell and the thermoelectric device. The battery cell is capable of being heated or cooled by adjusting a polarity of electric current delivered to the thermoelectric device.

In some embodiments, the thermoelectric management controller is configured to control the polarity of electric current provided to the thermoelectric device, wherein a first polarity of electric current is provided in a cooling mode of system operation, and wherein a second polarity opposite the first polarity of electric current is provided in a heating mode of system operation.

In some embodiments, the battery management controller is configured to manage the charging and discharging of the battery cell.

In some embodiments, a temperature sensor in thermal communication with the battery cell and in electrical communication with the thermoelectric management controller is provided.

In some embodiments, the printed circuit substrate comprises a cutout portion configured to receive the thermoelectric device.

In some embodiments, a surface of the bus bar is in direct physical contact with a surface of the electrical conductor.

In some embodiments, a blower and duct assembly is attached to the printed circuit substrate and configured to push or pull air across the waste surface of the thermoelectric device. The blower and duct assembly comprises a controller in electrical communication with at least one of the battery management controller and thermoelectric management controller such that at least one of the battery management controller and thermoelectric management controller is configured to optimize system efficiency such that airflow from the blower is increased or decreased to match cooling or heating requirements of the battery cell.
blower is increased or decreased to match cooling or heating requirements of the battery cell.

In some embodiments, the bus bar comprises one or more mounting holes for mounting the bus bar to the printed circuit substrate and electrical conductor.

In some embodiments, the battery cell is sealed within an enclosure, the enclosure comprising a window abutting the thermoelectric device configured to provide access for substantial thermal communication between a portion of a waste heat removal system positioned outside the window and the waste surface of the thermoelectric device.

In some embodiments, thermoelectric devices are attached to both a top and bottom surface of the bus bar.

In certain embodiments, a method of manufacturing a thermoelectric battery thermal management system is provided that includes connecting a printed circuit substrate to a battery management system configured to control charging and discharging of a battery cell and to a thermoelectric management system configured to control electric power delivered to a thermoelectric device. The thermoelectric device is configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device. The method includes attaching the main surface of the thermoelectric device to a bus bar and connecting the bus bar to an electrical conductor that is in thermal and electrical communication with the battery cell. The electrical conductor is configured to deliver electric power to or from the battery cell such that the electrical conductor serves as a conduit for conducting thermal energy between a temperature-sensitive region of the battery cell and the thermoelectric device. The method includes connecting a power connection positioned on the printed circuit substrate to the thermoelectric device for supplying electric power to the thermoelectric device.

In some embodiments, the method includes connecting a controller with the thermoelectric management system, wherein the controller is configured to control a polarity of electric current provided to the thermoelectric device. A first polarity of electric current is provided in a cooling mode of system operation and wherein a second polarity opposite the first polarity of electric current is provided in a heating mode of system operation.

In some embodiments, the method includes connecting a controller with the battery management system configured to administer control functions to the battery cell.

In some embodiments, the method includes connecting a temperature sensor in thermal communication with the battery cell and in electrical communication with the thermoelectric management controller.

In some embodiments, the method includes forming a cutout in the printed circuit configured to receive the thermoelectric device.

In some embodiments, the method includes connecting the bus bar to the electrical conductor such that a surface of the bus bar is in direct physical contact with a surface of the electrical conductor.

In some embodiments, the method includes attaching a blower and duct assembly to the printed circuit substrate, the blower and duct assembly configured to push or pull air across the waste surface of the thermoelectric device. The blower and duct assembly comprises a controller in electrical communication with at least one of the battery management system and thermoelectric management system such that at least one of the battery management system and thermoelectric management system is configured to optimize system efficiency such that airflow from the blower is increased or decreased to match cooling or heating requirements of the battery cell.

In some embodiments, the method includes mounting the bus bar to the printed circuit substrate and electrical conductor.

In some embodiments, the method includes sealing the battery cell within an enclosure, the enclosure comprising a window abutting the thermoelectric device configured to provide access for substantial thermal communication between a portion of a waste heat removal system positioned outside the window and the waste surface of the thermoelectric device.

In some embodiments, the method includes attaching thermoelectric devices to both a top and bottom surface of the bus bar.

BRIEF DESCRIPTION OF THE DRAWINGS

Various embodiments are depicted in the accompanying drawings for illustrative purposes, and should in no way be interpreted as limiting the scope of the thermoelectric assemblies or systems described herein. In addition, various features of different disclosed embodiments can be combined with one another to form additional embodiments, which are part of this disclosure. Any feature or structure can be removed, altered, or omitted. Throughout the drawings, reference numbers may be reused to indicate correspondence between reference elements.

FIG. 1 schematically illustrates a perspective view of an example thermoelectric battery thermal management system.

FIG. 2 illustrates a perspective view of an example bus bar of a thermoelectric battery thermal management system.

FIG. 3 illustrates a perspective view of an example thermoelectric module having a thermoelectric device attached to the bus bar of FIG. 2.

FIG. 4 illustrates a perspective view of an example printed circuit substrate.

FIG. 5 illustrates a perspective view of an example engagement feature.

FIG. 6 illustrates a perspective view of an example assembly of the one or more thermoelectric modules of FIG. 3 attached to the printed circuit substrate of FIG. 4.

FIG. 7 illustrates a perspective view of an example air duct and blower system.

FIG. 8 illustrates a perspective view of the example air duct and blower system of FIG. 7 attached to the assembly of FIG. 6.

FIG. 9 illustrates a bottom perspective view of the example assembly of FIG. 8 with the example air duct and blower system attached to the printed circuit substrate via one or more engagement features.

FIG. 10 illustrates a top perspective view of the example assembly of FIG. 9.

FIG. 11 illustrates a partial perspective view of the example assembly of FIG. 10 attached to a battery module.

FIG. 12 illustrates a perspective view of another example thermoelectric battery thermal management system.

FIG. 13 illustrates a top view of the example system of FIG. 12.

FIG. 14 illustrates a partial view of components of the example system of FIG. 12.
FIG. 15 illustrates an example thermoelectric battery thermal management system.

DETAILED DESCRIPTION OF CERTAIN EMBODIMENTS

Although certain embodiments and examples are disclosed herein, the subject matter extends beyond the examples in the specifically disclosed embodiments to other alternative embodiments and/or uses, and to modifications and equivalents thereof. Thus, the scope of the claims appended hereto is not limited by any of the particular embodiments described below. For example, in any method or process disclosed herein, the acts or operations of the method or process may be performed in any suitable sequence and are not necessarily limited to any particular disclosed sequence. Various operations may be described as multiple discrete operations in turn, in a manner that may be helpful in understanding certain embodiments; however, the order of description should not be construed to imply that these operations are order dependent. Additionally, the structures, systems, and/or devices described herein may be embodied as integrated components or as separate components. For purposes of comparing various embodiments, certain aspects and advantages of these embodiments are described. Not necessarily all such aspects or advantages are achieved by any particular embodiment. Thus, for example, various embodiments may be carried out in a manner that achieves or optimizes one advantage or group of advantages as taught herein without necessarily achieving other aspects or advantages as may also be taught or suggested herein.

It can be advantageous to manage the thermal conditions of electronics and electrical devices. Such thermal management can reduce incidences of overheating, overcooling, and electrical device degradation. Certain embodiments described herein provide thermal management of devices that carry significant electric power and/or require high current and efficiency (e.g., power amplifiers, transistors, transformers, power inverters, insulated-gate bipolar transistors (IGBTs), electric motors, high power lasers and light-emitting diodes, batteries, and others). A wide range of solutions can be used to thermally manage such devices, including convective air and liquid cooling, conductive cooling, spray cooling with liquid jets, thermoelectric cooling of boards and chip cases, and other solutions. At least some embodiments disclosed herein provide at least one of the following advantages compared to existing techniques for heating or cooling electrical devices: higher power efficiency, lower or eliminated maintenance costs, greater reliability, longer service life, fewer components, fewer or eliminated moving parts, heating and cooling modes of operation, other advantages, or a combination of advantages.

In electrical devices, typically electrically active portions and/or temperature sensitive regions of the device are connected to the outside world, such as, for example, external circuits or devices, via electrical conductors. For example, electrodes of a battery cell can be designed to carry high electric power without significant losses (e.g., heat losses that are proportional to the square of the current, per Joule’s Law). The wire gauge of the electrical conductors used for such electrodes is commensurate with the high current that typically flows in such devices. The larger the size of the battery is, the bigger are the electrode posts for connection with the outside circuits.

The high electrical conductance of electrodes and many other types of electrical conductors also means that such conductors typically have high thermal conductivity. The high thermal conductivity can be used to solve various thermal management problems, where one can deliver desired thermal power (e.g., cooling, heating, etc.) directly to the sensitive elements of the device by heating and/or cooling the electrodes, bypassing thermally-insensitive elements of the device. Similar to using thermally conditioned blood during blood transfusions for delivering heat deep to the core of human bodies, heat pumping through the electrodes can be used to efficiently deliver desired thermal conditions deep inside an electrical device. As an example, it has been determined that electrode cooling of advanced automotive batteries is one of the most advantageous techniques for battery thermal management. For example, the electrodes can be cooled using solid, liquid, or air cooling techniques. In a sense, electrodes act as cold fingers in such a thermal management arrangement.

Embodiments disclosed herein include systems and methods capable of thermally managing an electrical device by applying direct or indirect thermoelectric (TE) cooling and/or heating to current carrying electrical conductors (e.g., electrodes) of power components, electronics, and other electrical devices. Such devices can often benefit from thermal management. Some embodiments will be described with reference to particular electrical devices, such as, for example, batteries, battery modules, and/or battery cells. However, at least some embodiments disclosed herein are capable of providing thermal management to other electrical devices, such as, for example, insulated-gate bipolar transistors (IGBTs), other electrical devices, or a combination of devices. At least some devices can have high current carrying capacity and can suffer from operation outside of a preferred temperature range. The operation of some embodiments is described with reference to a cooling mode of operation. However, some or all of the embodiments disclosed herein can have a heating mode of operation, as well. In some situations a heating mode of operation can be employed to maintain the temperature of an electrical device above a threshold temperature, under which the electrical device may degrade or exhibit impaired operation. TE devices are uniquely suited to provide both heating and cooling functions with minimum complications for system architecture.

There are a variety of ways in which TE devices can be used for electrical conductor cooling and/or heating tasks. As described herein, TE devices can include one or more TE elements, TE materials, TE assemblies and/or TE modules. In some embodiments, a TE system can include a TE device, which comprises a first side and a second side opposite the first side. In some embodiments, the first side and second side can be a main surface and waste surface or heating/cooling surface and waste surface, respectively. A TE device can be operably coupled with a power source. The power source can be configured to apply a voltage to the TE device. When voltage is applied in one direction, one side (e.g., the first side) creates heat while the other side (e.g., the second side) absorbs heat. Switching polarity of the circuit creates the opposite effect. In a typical arrangement, a TE device comprises a closed circuit that includes dissimilar materials. As a DC voltage is applied to the closed circuit, a temperature difference is produced at the junction of the dissimilar materials. Depending on the direction (e.g., polarity) of the electric current/voltage, heat is either emitted or absorbed at a par-
ticular junction. In some embodiments, the TE device includes several solid state P- and N-type semi-conductor elements connected in series and/or parallel electrical communication. In certain embodiments, the junctions are sandwiched between two electrical isolation members (e.g., ceramic plates), which can form the cold side and the hot side of the TE device. The cold side can be thermally coupled to an object (e.g., electrical conductor, electrical device under thermal management, etc.) to be cooled and the hot side can be thermally coupled to a heat sink which dissipates heat to the environment. In some embodiments, the hot side of the device can be coupled to an object (e.g., electrical conductor, electrical device under thermal management, etc.) to be heated. Certain non-limiting embodiments are described below.

[0064] The term “substantial thermal communication” is used herein in its broad and ordinary sense and includes, for example, snug contact between surfaces at the thermal communication interface; one or more heat transfer materials or devices between surfaces in thermal communication; a connection between solid surfaces using a thermally conductive material system, wherein such a system can include pads, thermal grease, paste, one or more working fluids, or other structures with high thermal conductivity between the surfaces; other suitable structures; or a combination of structures. Substantial thermal communication can take place between surfaces that are directly connected or indirectly connected via one or more interface materials.

[0065] In some embodiments, it can be beneficial to provide thermal management (either heating and/or cooling) to an electrical device to promote efficient operation of the electrical device. For example, heating and cooling an electrical device (e.g., a battery, battery pack, battery module(s), cells of a battery pack or module, etc.) through electrical conductors (e.g., battery or cell electrodes) can be an efficient way to perform such thermal management. One option to provide distributed and agile thermal management to the cells in a battery pack is to control the flow of heat in and out of the battery by putting thermoelectric devices in substantial thermal communication with one or more battery electrodes as described in certain embodiments herein.

[0066] Many types of modern rechargeable batteries (e.g., hybrid vehicle batteries, Lithium-Ion batteries, smart batteries) are configured to charge and discharge at varying or different rates depending on temperature, charge states, and other conditions. These types of batteries can include a controller that varies the electric current or voltage added to or drawn from the battery during charging and/or discharging. The controller can regulate the electric charging and/or discharging based on the state of the battery. The same controller or a different controller can manage other aspects of the battery, such as cell balancing, environment control, safe operating area protection, data gathering, calculation, and reporting, and so forth. A system that includes one or more controllers that manage these aspects of a battery’s operation can be called a battery management system (BMS). The BMS can monitor the state of the battery and environmental conditions to protect the battery from damage, extreme temperatures, and/or conditions that degrade battery performance. The BMS can include one or more controllers, sensors (e.g., thermistor, thermocouple), processors, integrated circuits, external communication data buses, voltage converter, regulator circuit, voltage tap, printed circuit substrates (e.g., printed circuit boards or flexible printed circuits) (PCBs) for monitoring temperature, voltage, state of charge or discharge, state of health, energy capacity and/or current of the battery or battery cells and other environmental conditions.

[0067] When these types of batteries or battery modules are cooled or heated using thermoelectric devices, they can be operatively connected to a thermoelectric-based thermal management system (TMS). The BMS and TMS of such batteries can be separate or discrete systems (e.g., the BMS and TMS controllers may be located on different PCBs). In some embodiments, a battery or battery module includes an integrated BMS and TMS (e.g., the BMS and TMS controllers can be located within the battery enclosure and/or on the same PCB).

[0068] FIG. 1 illustrates a schematic of an example thermoelectric battery thermal management system (TBTM) configured for cooling and/or heating electrical devices that can comprise or incorporate features and aspects, in whole or in part, of any of the embodiments, features, structures and operating modes discussed herein. In some embodiments, a TBTM 1 can comprise an integrated battery management system 2 (BMS), an integrated thermoelectric management system 4 (TMS), one or more integrated bus bars 6, and an integrated air duct 8 and blower 10 system configured to provide heating and/or cooling to a battery module 12 (as a whole and/or to individual cells or specific portions of the module as desired) via one or more electrical conductors 14 (e.g., electrodes). In some embodiments, the air duct 8 can be configured to have fluids other than air (e.g., liquid, gas, etc.) flow therethrough. In some embodiments, the TBTM 1 can comprise at least one TE device 16 in substantial thermal communication with a heat exchanger surface of at least one electrical conductor 14 (e.g., a current carrying conductor, an electrode, portion of a cell, terminal wires, wiring between electrodes or portions of cells, leads, positive and/or negative terminals, etc.) of the battery module 12 via one or more integrated bus bars 6 as described further below. One or more of the components of the TBTM 1 can be integrated with a printed circuit substrate (PCS) 30 for controlling and monitoring various conditions of the battery module 12 and/or to be supplied with power (e.g., voltage, current, etc.) by the battery module 12 as described in more detail below.

[0069] In some embodiments, the TE device 16 is configured to transfer thermal energy between a main surface or side and a waste surface or side of the thermoelectric device upon application of electric power (e.g., voltage and/or current) to the TE device 16. Either, the main or waste surface of the thermoelectric device 16 can be configured to be in substantial thermal communication with one or more electrical conductors 14. The one or more electrical conductors 14 are configured to deliver electric power to or from the cells of the battery module 12. The electrical conductors 14 are operable to serve as conduits for conducting thermal energy between the temperature-sensitive region of the cells of the battery module 12 and the thermoelectric devices 16.

[0070] In such instances, the one or more electrical conductors 14 are capable of conducting both electrical energy and thermal energy between temperature-sensitive regions of the battery module 12 and one or more external devices. When operated in a cooling mode, heat Q is pumped from the one or more electrical conductors 14 and dissipated into the outside environment, which can be air, liquid, another solid component; or a combination of components. When operated in the heating mode, the thermal power will be pumped in the reverse direction, delivering the heat into the battery module 12 through the one or more electrical conductors 14.
With reference to FIG. 1, in some embodiments, the battery module 12 of the TBTMS 1 can comprise multiple cells 20 electrically connected with one another to provide a single functional battery module 12. In some embodiments, multiple battery modules 12 (e.g., two or more) can be assembled together to be in electrical communication either in series and/or parallel. In some embodiments, one or more battery modules 12 can be positioned or stacked adjacent and/or on top of each other. As illustrated in FIG. 1, in some embodiments, the battery module 12 comprises 10 individual cells 20 electrically connected in series. In some embodiments, individual cells 20 of the battery module 12 can be electrically connected together in series and/or parallel via electrically conductive bus bars 6 or other connectors or conductors. In some embodiments, the thermal management system 4 can include one or more thermoelectric devices 16 integrated with or connected to (e.g., in substantial thermal communication with) one or more electrical conductors 14 of one or more cells 20 of the battery module 12 via one or more bus bars 6.

As illustrated in FIG. 1, in one embodiment, the cells 20 connected in series can have two parallel rows of electrical conductors 14 that extend along a top surface of the battery module 12. In some embodiments, the one or more thermoelectric devices 16 can be configured to have copper substrates or foils 22 layered on top and bottom surfaces of a ceramic substrate 24 or any other suitable configuration or material. In some embodiments, one side or portion of each thermoelectric device 16 can be connected to, attached, or integrated with (e.g., soldered, clipped, adhered, bonded, clamped, or otherwise attached) at least one integrated bus bar 6. As illustrated in FIG. 1, in some embodiments, a first side of a first thermoelectric device 16 can be connected to or integrated with a top surface of a bus bar 6 and a first side of a second thermoelectric device 16 can be connected to or integrated with a bottom surface of a bus bar 6.

In some embodiments, the at least one integrated bus bar 6 is coupled to one or more electrical conductors 14 of two or more cells 20 (e.g., two adjacent cells that are connected in series) such that the thermoelectric device 16 is in substantial thermal communication with the one or more electrical conductors. In some embodiments, at least one electrical conductor 14 is not in substantial thermal communication with or connected to at least one TE device 16. A second side or portion of each thermoelectric device 16 can be connected, soldered, clipped, adhered, bonded, clamped, or otherwise attached to at least one heat transfer device 26. The at least one heat transfer device 26 (e.g., a heat exchanger) can comprise fins 28. In some embodiments, one heat transfer device 26 can be attached to each thermoelectric device 16. In other embodiments, multiple heat transfer devices 26 can be attached to or in substantial thermal communication with each thermoelectric device 16. The heat transfer device 26 can be in thermal communication with any waste removal system as described below (e.g., liquid loop or conduit, duct and blower).

In some embodiments, a TBTMS 1 is provided that is configured to be integrated with existing componentry, cells, and/or circuitry of an electrical device (e.g., electric vehicle battery or battery module 12) and the electrical device’s control or management system that monitors discharge/charge rate, temperature, or other conditions of the electrical device (e.g., BMS 2 and/or TMS 4). Such an integrated TBTMS 1 can ease assembly or installation issues, minimize components or complications involved with such systems. In some embodiments, one or more components can be integrated with a single existing or required component (e.g., PCS 30) prior to attachment of the single component to the electrical device, to ease assembly and/or installation. As illustrated in FIG. 1, the TBTMS 1 of a battery module 12 can comprise both a TMS 4 and BMS 2 of the battery module 12, one or more bus bars 6, one or more thermoelectric devices 16, one or more heat transfer devices 26, and air duct 8 and blower system 10 configured to be integrated to one or more components, for example, the PCS 30. Once the one or more components are installed onto and integrated with the PCS 30 (e.g., connected or in electrical communication), the PCS can then be coupled to the battery module 12. In such instances, the TBTMS 1 would then only need an electrical connection (e.g., the battery module 12 itself or an external power source) to the various systems or components (e.g., BMS 2, TMS 4, TE devices 16, etc.) to provide power to those components. These types of systems or assemblies can decrease the complexities, components, difficulties, steps, and/or costs associated with manufacturing, installation, and/or assembly of such systems.

In some embodiments, the TBTMS 1 comprises the BMS 2 and the TMS 4 integrated on the PCS 30 (e.g., the PCS 30 connects the BMS 2 to the TMS 4 or the BMS 2 and the TMS 4 share a PCS 30 and/or integrated circuits). The BMS 2 is configured to control the charging and discharging of the battery module 12. The TMS 4 can include a controller (e.g., ECU) configured to control the power (e.g., current, voltage) delivered to the one or more TE devices 16. The TE devices 16 can include a main side and a waste side. The main side can be the side of the TE device 16 where the temperature is controlled. The waste side can be the side of the TE device 16 that serves as a heat source or heat sink for the TMS 4. In some embodiments, the TMS 4 does not control the temperature of the heat source or the heat sink connected to the waste side of the TE device 16. The main sides of the TE devices 16 can be in substantial thermal communication (e.g., direct or indirect physical contact or attachment) with a bus bar 6. As further described below, each bus bar 6 can be in substantial thermal communication (e.g., direct or indirect physical contact or attachment) with a heat exchange surface of one or more electrical conductors 14 (e.g., a current carrying connector, electrode, portion of a cell, terminal wire, wiring between electrodes or portions of cells, leads, etc.) of a battery cell, pack or module 12. Additionally, as described below, the PCS 30 can include a power connection (e.g., electrical connectors 50 configured to supply power from the electrical device under thermal management (e.g., battery module 12) or an external device or source of power) to the TE device 16. For example, the TE device 16 can be “plugged” into the electrical connector 50 positioned on the PCS 30.

As shown in FIG. 1 and discussed above, in some embodiments, a TMS 4 can include at least one TE device 16. A surface (e.g., main side) of the TE device 16 can be in substantial thermal communication with or attached to a surface of a bus bar 6. A surface of the bus bar 6 can be in direct or indirect contact with a solid surface of at least one electrical conductor 14. The electrical conductor 14 can be configured to deliver electric power to a cell of the battery module 12 such that the electrical conductor 14 also serves as a conduit for conducting thermal energy between temperature-sensitive regions in the cell of the battery module 12 and the TE device 16. In some embodiments, the interface between the
surface of bus bar 6 and solid surface of the electrical conductor 14 can include a thermally conductive material (not shown) configured to facilitate substantial thermal communication between the surfaces. For example, the thermally conductive material can include grease, paste, pads, material with high thermal conductivity, material with thermal conductivity greater than or equal to about 100 W/(m·K); another suitable material, or a combination of materials. In some embodiments, a thermally conductive material can be positioned at an interface between one or more surfaces of a thermal transfer device or bus bar and surfaces of a TE device and/or electrical conductor.

[0077] As described above, a controller (e.g., ECU) can be provided as part of the TMS 4 to control the TE device 16 to perform either a heating or cooling function and/or adjust the electric power delivered to the TE device 16. The TE device 16 can be powered in-line with the device under thermal management (e.g., battery module 12) or via an external power supply or source. In some embodiments, TE devices 16 are electrically powered and controlled to perform their heat pumping function to and/or from a device under thermal management. The power and control function can be performed by a separate electronic control unit, ECU. The ECU can adjust the electric power delivered to the TE device 16 associated with the TE management of the battery module 12. In some embodiments, the ECU takes inputs from one or more temperature sensors that sense the thermal condition of the battery module 12 directly or via electrical conductors 14, compares them to algorithms and issues a controlling signal for the TE device 16 to perform either a heating or cooling function. In some embodiments, the ECU can be configured to take inputs other than temperature (e.g., the current or voltage pushed in and/or out to the TE device 17 and/or battery module 12, etc.) from other sensors (not shown) and adjust the cooling and/or heating output to/from the battery module 12. The TMS 4 may be integrated with the rest of the electronics supporting the battery module 12 under thermal management. For example, the BMS 2, which is configured to monitor the health of the battery and/or administer control functions in response to internal and/or external changes. The TMS 4 functionality can be integrated into the BMS 2 and can be co-located on the same PCS 30 or using the same chipsets or integrated circuits that perform BMS 2 functions.

[0078] With reference to Figs. 2-11, example embodiments of assembling one or more components onto the battery module 12 to form the example TT/TMS 1 illustrated in FIG. 1 can be realized at least one or more steps comprising the steps of manufacturing (e.g., stamping out) one or more bus bars 6 as illustrated in FIG. 2. The bus bars 6 can comprise other features and configurations as described further below. Another step comprises forming a thermoelectric module 32 by attaching (e.g., soldering, etc.) a first side (e.g., main side) of one or more thermoelectric devices 16 to a top and/or bottom surface of one or more bus bars 6 as illustrated in FIG. 3. A second side (e.g., waste side) of the TE devices 16 can be attached to a heat transfer device 26 (e.g., fin, heat exchanger) as described above. The TE module 32 can comprise other features as described further below. Another step comprises assembling and/or manufacturing the PCS 30 with an integrated BMS 2 and TMS 4 as illustrated in FIG. 4. The PCS 30 can comprise other features as described further below.

[0079] In another step, an engagement feature 34 (e.g., push pin, screw, nail, bolt, ultrasonic stake, rivet, etc.) can be used to secure the TE module 32 of FIG. 3 to the PCS 30 of FIG. 4 to form the assembly 40 in FIG. 6. In some embodiments, as illustrated in FIG. 6, one or more engagement features 34 secure or assemble one or more portions of each bus bar 6 to a bottom surface or underside of the PCS 30 via mounting holes or cut-outs 36 in the bus bar 6 and corresponding mounting holes or cut-outs 38 in the PCS 30. The engagement features 34 can comprise push pins configured to be inserted into or extend through the mounting holes or cut-outs 36, 38 configured to be aligned to secure the bus bar 6 to the PCS 30. The engagement features 34 can comprise other features as described further below. The TE modules 32 can be supplied with power (e.g., current, voltage, etc.) by or through the PCS 30 via connecting cables or wires 48 attached to the TE devices 16 and to one or more electrical connectors 50 on the PCS 30. The electrical connectors 50 can be configured to supply power from the electrical device under thermal management (e.g., battery module 12) or an external device or source of power.

[0080] In another step, an air blower 8 can be assembled to a duct system 10 as illustrated in FIG. 7. The air blower 9 and duct system 10 can then be assembled to the assembly 40 illustrated in FIG. 6 as shown in FIG. 8. The air blower 8 and duct system 10 can comprise other features as described further below. In some embodiments, as illustrated in FIG. 9, the air blower 8 and duct system 10 can be secured to the bottom surface of the PCS 30 of assembly 40 via engagement features 34 configured to be inserted into or extend through corresponding mounting holes or cut-outs 42 of the attachment structure 98 of the duct system 10 and mounting holes or cut-outs 44 of the PCS 30 that are configured to be aligned, which results in the assembly 46 as illustrated in FIG. 10. In other embodiments, the air blower 8 and duct system 10 can be secured to the top surface of the PCS 30 of assembly 40.

[0081] In some embodiments, the assembly 46 comprising the PCS 30 integrated or assembled with one or more thermoelectric modules 32, the TMS 4, BMS 2, and the air blower 8 and duct system 10 can then be assembled and secured onto the electrical conductors 14 to form the T/TMS 1 illustrated in FIG. 1. As illustrated in FIG. 11, each bus bar 6 of the assembly 46 can be mounted simultaneously to one or more electrical conductors 14 and the PCS 30. In some embodiments, one or more mounting holes or cut-outs 54 of each bus bar 6 is configured to be aligned with one or more mounting holes or cut-outs 56 of the electrical conductors 14 and one or more mounting holes or cut-outs 58 in the PCS 30. In some embodiments, the engagement features 52 (e.g., bolts, nuts, screws, push pins, ultrasonic stakes, rivets, etc.) are configured to insert into or extend through the corresponding and aligned mounting holes or cut-outs 54, 56, and 58 to secure the bus bars 6 to the PCS 30 and electrical conductors 14. In some embodiments, the assembly 46 can be secured to the electrical conductors 14 such that the TE devices 16 are mounted between electrical conductors 14 positioned on adjacent cells 20. In some embodiments, one or more mounting holes or cut-outs 54 of each bus bar 6 is configured to be aligned with, mounted to or attached to the electrical conductors 14.

[0082] As illustrated in FIG. 2, the bus bars 6 can comprise various cross-sectional shapes (e.g., flat strips, hollow tubes, etc.) and materials (e.g., copper, brass, aluminum, etc.). In some embodiments, the bus bars 6 can comprise one or more mounting holes or cut-outs configured to be aligned with corresponding mounting holes or cut-outs of the PCS 30, duct system 10 and electrical conductors 14 to secure the compo-
ments together as discussed above. The bus bars 6 can comprise first and second tabs at first and second ends, respectively with first and second mounting holes or cut-outs 36 configured to be aligned with mounting holes or cut-outs 38 of the PCS 30. The bus bars 6 can comprise first and second mounting holes or cut-outs 54 configured to be aligned with corresponding mounting holes or cut-outs 56 and 58 of the electrical conductors 14 and PCS 30 positioned inwardly and/or more proximal to the center of the bus bar than the mounting holes or cut-outs 36 positioned at the ends of the bus bar 6.

[0083] In some embodiments, the bus bars 6 can comprise an increased width in some areas configured to attach to TE devices relative to the areas of the bus bar 6 configured to attach to the electrical conductors 14. The bus bar 6 can taper in width from a center portion 60 to the first 62 and second ends 64. In some embodiments, maximizing the surface area of the bus bar 6 in a location configured for attachment to a TE device 16, improves thermal conductivity and/or management between the bus bar 6 and TE device 16. In some embodiments, such a TE device 16 attachment area of the bus bar 6 can comprise increased dimensions relative to other portions of the bus bar 6.

[0084] In some embodiments, the cross sectional shape of the bus bars 6 can comprise a configuration such that the bus bars 6 can be packaged or positioned closer together on the PCS 30 or battery module 12. For example, in FIG. 2, the bus bars 6 are configured to be non-symmetrical or angled such that the clearance required between a second end 64 of a first bus bar 6 and the first end 62 of an adjacent second bus bar 6 is minimized. In some configurations, the bus bars 6 are configured to be nested with adjacent bus bars. In some embodiments, the mounting holes or cut-outs of the bus bar 6 are positioned at non-zero angles with respect to a center line of the bus bar 6.

[0085] As illustrated in FIG. 3 and discussed above, TE modules 32 can comprise at least one side of first and second TE devices 16 configured to be attached to a top surface and a bottom surface, respectively, of a bus bar 6. In some embodiments, only one of the top and bottom surfaces of the bus bar 6 is attached to a TE device 16. The TE devices 16 can be bonded to the bus bars 6 and/or heat transfer devices 26 via adhesives (e.g., epoxies, etc.). In other embodiments, the TE devices can be soldered to the respective heat transfer device or bus bar. In some embodiments, an interface layer (e.g., foam, thermal grease, etc.) can be provided between the TE device 16 and fins 28 and/or bus bars 6. Top and bottom cables or wires 48 can be attached to or in electrical communication with the first and second TE devices 16 respectively and to first and second electrical connectors 50 for supplying power to the top and bottom TE devices 16. In some embodiments, the PCS can comprise integrated controls for supplying power through the electrical connectors 50 so the wires 48 simply need to be connected to or plugged into the electrical connectors 50. Power can then be supplied through the battery module 12 or an external power source electrically connected to the PCS via connection 70. Heat transfer devices 26 comprising fins 28 can be attached to second sides of the TE devices 16. As illustrated in FIG. 1, these fins 28 can be positioned above and below the PCS 30. In some embodiments, TE devices 16 can be manufactured directly on the bus bars 6.

[0086] As illustrated in FIG. 4, the PCS 30 can comprise various apertures, holes, channels, or cut-outs configured to be aligned with mounting features or holes of other components as discussed above (e.g., electrical conductors 14, bus bars 6, and/or attachment structures 48 of duct system 10, etc.). The cut-outs can be sized and positioned on the PCS 30 such that the electrical conductors 14 (e.g., positive and/or negative terminals) have clearance on the PCS to be secured to the PCS.

[0087] The PCS can comprise a connector 70 configured for attachment to external power sources and/or other components (e.g., sensors or control systems). The PCS 30 can comprise one or more electrical connectors 50 configured to connect to wires 48 to supply power to TE devices 16.

[0088] One or more control management systems (e.g., TMS 4, BMS 2, air blower 8 controls, etc.) can be integrated with the PCS 30. The PCS 30 can be configured to be a “backbone” of assembly 46 for installing or assembling to battery module 12.

[0089] In some embodiments, as illustrated in FIG. 4, PCS 30 can comprise design features configured to provide spaces and/or enough clearance for different components to be integrated onto the PCS 30. For example, the PCS 30 can comprise cut-outs 72 (e.g., recesses, gaps) configured to provide clearance for outlets 74 of duct system 10 described further below. Other cut-outs 76 can be provided in the PCS 30 to provide clearance between TE devices 16 attached to the PCS 30. Such cut-outs 76 can be configured to be positioned between electrical conductors 14 such that the TE devices 16 can be positioned between electrical conductors 14. In some embodiments, required cut-outs have uniform cross sectional areas. In other embodiments, these cut-outs have non-uniform cross-sectional areas as illustrated in FIG. 4.

[0090] As illustrated in FIG. 5, the engagement features 34 can comprise plastic push-pins in some embodiments to reduce costs and/or provide strain relief or reduced stress on the PCS 30. The engagement features can comprise rivets or threads. In other embodiments, compression limiters (e.g., rings) can be positioned into the various mounting holes or cut-outs to reduce stress or compression on the PCS 30.

[0091] As discussed above, at least a portion of the BMS 2 can be integrated onto the PCS 30. In some embodiments, the BMS 2 is configured to manage the electrical device or battery module 12 conditions (e.g., state of charging, discharging, etc.). The BMS 2 can comprise other features or functions as is understood by one with ordinary skill in the art. A TMS 4 can be integrated onto or electrically connected to the same PCS 30 to provide monitoring of temperature of the electrical device or load, and provide appropriate heating or cooling as needed via the TE devices 16. The integrated TMS 4 can comprise various features as discussed further below.

[0092] In some embodiments, the TB/TMS 1 can comprise an air blower 8 and duct system 10 configured to pull and/or push air across a first or second side of each of the TE devices 16. The blower 8 and duct system 10 can comprise a central or main duct 84 configured to extend between the two rows of cells 20 of the battery module 12. In some embodiments, the duct 84 can be attached to a bottom surface of the PCS 30. In other embodiments, the duct 84 can be attached to a top surface of the PCS 30. In some embodiments, as illustrated in FIG. 7, the duct 84 is configured to taper in width between one end 82 and a second end 80. In some embodiments, one end 82 positioned more proximal to the air blower 8 relative to the second end 80 is wider and gradually tapers in a direction towards the second end 80. In some embodiments, duct 84 and other air flow components can be optimized or sized to
reduce pressure loss across the TE modules or duct 84 and provide even air distribution or air pull.

[0093] In some embodiments, positioned along and branching out from the central duct 84 are multiple outlets (or inlets) 74 depending on the application (e.g., a manifold type configuration). In some embodiments, the outlets 74 can comprise openings 88 oriented in a direction generally transverse to air flow directed to and/or from the air blower 8 in the central duct 84. The outlet openings 88 can be configured to attach and/or surround an outer perimeter of the fins 28 of the heat transfer devices 26 such that the TMS 4 comprises a duct 84 connected to multiple TE modules 32. The openings 88 can be sized to fit tightly around the fins 28 of top and bottom TE devices 16. Thermal grease or foam can be layered on the openings to form a seal between the outlets 74 and the fins 28. In some embodiments, each of the TE modules 32 comprises a localized corresponding outlet/inlet 74. In other embodiments, all of the TE modules have a single combined outlet/inlet 74.

[0094] In some embodiments, the air blower 8 can be attached or connected to the duct system 10 to distribute or push air among the multiple TE modules 32 via the outlets 74. In some embodiments, the air blower 8 can draw or pull air across each of the TE modules 32. Integrated controls can provide a switch to either push or pull air across the fins 28. In a cooling mode, the heated waste air can be pulled toward the blower 8 and exited or allowed to escape through the outlet 86 of the air blower 8. In some embodiments, the waste air can be vented to the outside environment, outside a housing, shell or enclosure the battery module 12 is positioned in, or into another conduit (e.g., waste heat removal system) connected to the outlet 86 to provide heated air as needed (e.g., for heating seats and/or a passenger compartment, etc.).

[0095] In some embodiments, the air is only pulled across each of the TE modules 32 rather than pushed. When the air is pulled by the fan or air blower 8, rather than pushed, the air does not need to travel through the blower or device the battery module 12 is providing power to before reaching the heat exchangers or fins 28 of the TE module. The air is instead pulled across the fins 28 and exhausted at the outlet 86. For example, the air is not heated by the heat from the motor of the blower 8 when the air is pulled. In the context of a car, the air is not heated by the exhaust system being pushed across the waste side of the TE modules 32 when the air is pulled. In such an embodiment, the inlet for the air is at the heat exchangers or fins 28 of the TE modules 32 (e.g., inlet 74) and the outlet 86 for the air is at the blower 8. When the air is pushed, the inlet is at the outlet 86 of the blower 8 and the outlet is at the heat exchangers or fins 28 of the TE module 32 (e.g., outlet 74). In some embodiments, then the air is pushed and the outlet is at the heat exchangers or fins 28 of the TE modules 32, an additional conduit is required to transport the waste heat away from the TE modules 32, the battery module 12, and/or housing the battery module is positioned in. When the air is pulled, the air can be exhausted out the outlet 86 of the blower 8. In some embodiments, this reduced complexity of the system because the air can be exhausted out the outlet 86 without an additional conduit or waste heat removal system. In some embodiments, the air temperature is half a degree cooler when pulled versus pushed across the heat exchangers or fins 28 of the TE module 32.

[0096] In some embodiments, the air blower 8 and duct system 10 can comprise one or more attachment features 78 for securing the system to the electrical device under management (e.g., battery module 12). In some embodiments, connections and controls for managing the blower 8 can be integrated onto the PCS 30. In some embodiments, as discussed above, the TMS or BMS of the TBTMS 1 can regulate the blower 8 output to optimize the system efficiency (e.g., increase & decrease the airflow, power or, motor speed of the blower 8 to match cooling or heating requirements of the battery module 12). In some embodiments, the TMS, BMS and/or blower can be connected such that data or conditions monitored by the TMS and/or BMS can be used to regulate the blower output to optimize the system efficiency. In some embodiments, the blower 8 is regulated by a controller such that a thermal gradient produced by cooling or heating the battery module 12 through the electrical conductors reduces or eliminates the thermal gradient produced during charging or discharging of the battery module 12.

[0097] As illustrated in FIG. 11, engagement features 52 can comprise bolts, pins, rivets or screws for connecting and securing in position the PCS 30, electrical conductors 14 and bus bar 6. In some embodiments, the bolts are provided to make an electrical connection between these components. The engagement features 52 can thus be electrically and thermally conductive. In some embodiments, these engagement features 52 can be configured to minimize the electrical resistance between the electrical conductor 14 and bus bar 6.

[0098] One or more features or components discussed above can be absent (e.g., PCS 30, TE device 16) or different in certain thermoelectric battery thermal management systems. In some embodiments, as illustrated in FIGS. 12-14, one or more components such as a duct system 10, TE modules 32 and bus bars 6, can be attached to electrodes 14 of a battery module 12 directly without being attached to a PCS 30. In some embodiments, only one TE device 16 or module 32 is positioned on a bus bar 6. In some embodiments, engagement features 52 secure the bus bars 6 to the electrodes 14. In some embodiments, as illustrated in FIG. 13, air can be pulled across the TE devices 16 into the duct system 10 (represented by arrows 66).

[0099] In some embodiments, the TMS 4 can comprise a controller or control system configured to adjust electric power (e.g., polarity of voltage/current) delivered to the thermoelectric devices 16 such that thermal energy is transferred to or away (e.g., heating and/or cooling) from the temperature-sensitive region of the electrical device (e.g., battery module 12) via the electrical conductor 14.

[0100] In some embodiments, the controller or control system can adjust the electric power level (e.g., voltage and/or current, etc.) delivered to or away from the thermoelectric device 16 to provide heating and cooling levels as desired.

[0101] In some embodiments, the thermal handling capacity of the thermoelectric device 16 is designed or configured to be adequate to remove the heat produced in a cell or region of an electrical device during operation (e.g., battery module 12). The controller or control system (e.g., electronic control unit, etc.) regulates the operation of the thermoelectric device 16 in response to the thermal condition of the cell, its current mode of operation, the inputs from pack-level signals, inputs from a sensor and/or other inputs as described herein. As a result, the thermoelectric device 16 can pump away the heat produced in a cell. In some embodiments, the thermoelectric device 16 can pump heat to the cell as necessary.

[0102] In some embodiments, as discussed above the thermoelectric device 16 and/or the controller (e.g., electronic control unit) may be fully or partially powered by the exact
cell or electrical device of which thermal condition is being managed. In other embodiments, the electric power may be provided from other sources such as an external power supply as discussed above with aforementioned embodiments.

[0103] In some embodiments, the thermoelectric management system 4 can comprise a sensor(s). The sensor(s) can be in thermal communication with the electrical device and in electrical communication with the controller and provide any of the inputs as described above to be monitored by the controller or control system. Inputs or signals from other sensors (not shown) can also be provided to the controller or control system to be monitored as part of a control algorithm to provide sufficient heating and/or cooling to reduce, minimize or eliminate a thermal gradient or other uneven temperature distribution.

[0104] As discussed above, in some embodiments, the TMS may be integrated with the rest of the electronics supporting the device under thermal management. For example, if such device is a battery module, then it is typically outfitted with a Battery Management System, or BMS 2, which is configured to monitor the health of the battery and/or administer control functions in response to internal and/or external changes. The TMS functionality can be integrated into the BMS and can be co-located on the same printed circuit substrate or using the same chipsets that perform BMS functions.

[0105] In some embodiments, as schematically illustrated in the block diagram of FIG. 15, the battery module 12 is sealed within an enclosure, housing, and/or shell 68. In some embodiments, the battery module 12 is unsealed in an enclosure as illustrated in FIGS. 1-14. In some embodiments, when the battery module 12 is sealed within an enclosure 68, TE devices 16 are only mounted on a top surface of bus bar 6 and not on a bottom surface.

[0106] In some embodiments, when the battery module 12 is sealed, the TBTMS comprises one or more windows 70 or openings in the casing, enclosure 68 or shell of the battery module 12. TE devices 16 are only mounted or attached to or on a top surface of bus bars 6 and not a bottom surface. At least a portion of the TE devices 16 (e.g., one or more surfaces, sides, elements, and/or materials) are positioned within or about the windows 70. A PCS 30 positioned within the enclosure 68 includes cut-outs only for the TE devices 16 and not for ducts or outlets. As described above, in some embodiments, the bus bar 6 is attached to an electrical conductor 14 (e.g., electrode) of the battery module 12 and/or PCS 30. In some embodiments, the waste surfaces or sides of the TE devices 16 can be in direct thermal communication (e.g., surface to surface contact) or indirect thermal communication with heat exchange surfaces (e.g., fins, heat sink) of a waste heat transport or removal system positioned outside the thermal windows 70 and/or enclosure 68. In some embodiments, the waste heat removal system 72 is configured to transport waste heat away from the thermoelectric devices or dissipate the heat from the waste side of the thermoelectric devices. As discussed above, thermal grease or other interstitial materials may also be used between the surfaces of the components and systems. The thermal windows 70 provide access for the mounting or attachment of the waste heat removal system 72 (e.g., duct and blower assembly) to the waste sides of the TE devices 16 in the enclosure 68. In some embodiments, the windows 70 comprise a high thermally conductive material attached on one side to the waste side of the thermoelectric device and attached on the other side to a waste heat removal system 72. In some embodiments, the waste heat removal system 72 comprises a fluid loop or conduit in thermal communication with a waste side of the TE device 16 and a heat sink (e.g., radiator) as described further below. In some embodiments, the waste heat removal system 72 comprises a liquid loop or conduit in thermal communication with a waste side of the TE device 16 and a heat sink (e.g., radiator) as described further below. As described above, the TE devices 16 can be individually controlled and/or share a common waste heat removal system 72. Each TE device 16 can be accessible through a respective window 70 or a window 70 can be sized to provide access for the waste heat removal system 72 to one or more TE devices 16. In some embodiments, the TE devices 16 each comprise individual waste heat removal systems 72.

[0107] In some embodiments, a heat pipe can be provided as a waste heat transport or removal mechanism 72. In some embodiments, waste heat from a TE device 16 can be dissipated in a heat sink. Examples of heat sinks include heat exchangers (e.g., liquid heat exchanger, fins), waste streams, other structures for dissipating heat, and combinations of structures. A heat sink can be attached to the waste side or surface of each TE device 16 and/or waste heat removal system 72. The heat sink can be cooled by air, liquid, or, alternatively, it can be a solid member connecting the TE device 16 with a bigger solid heat sink such as a battery case, car frame, or another structural element that dissipates heat effectively. However, in practical applications, such as, for example, a battery thermal management system, there can be packaging constraints that limit the possibility of bringing the cooling media close to the waste side of the TE device. Alternatively, a heat or thermal transport device may be used to move the heat from the waste side of the TE device to another location where heat dissipation may be implemented effectively.

[0108] In some embodiments, a heat transfer device can be used to connect the waste side or surface of the TE device 16 to a heat sink where the heat is ultimately dumped by, for example, air, liquid, or solid, as illustrated in FIG. 15. Such a heat sink can be for example the liquid cooling circuit of the car, a radiator, auxiliary (e.g., for the air conditioning system) or secondary radiator (e.g., heater core) different from the main radiator, or an air cooled heat sink, ambient air, working fluid, fluid reservoir, or a solid body (e.g., battery case or car frame).

[0109] In certain embodiments, one or more conduits of a waste heat removal system are selectively fluidically coupled by one or more valves to an engine coolant loop or an auxiliary cooling radiator of a vehicle. In certain embodiments, the one or more conduits are fluidically coupled by one or more valves to a heat exchanger in thermal communication with a vehicle battery or a vehicle fuel tank.

[0110] Discussion of the various embodiments herein has generally followed the embodiments schematically illustrated in the figures. However, it is contemplated that the particular features, structures, or characteristics of any embodiments discussed herein may be combined in any suitable manner in one or more separate embodiments not expressly illustrated or described. In many cases, structures that are described or illustrated as unitary or contiguous can be separated while still performing the function(s) of the unitary structure. In many instances, structures that are described or illustrated as separate can be joined or combined while still performing the function(s) of the separated structures.
Various embodiments have been described above. Although the inventions have been described with reference to these specific embodiments, the descriptions are intended to be illustrative and are not intended to be limiting. Various modifications and applications may occur to those skilled in the art without departing from the spirit and scope of the inventions described herein.

The following is claimed:

1. A thermoelectric battery thermal management system configured to manage temperature in a temperature-sensitive region of a battery cell, the system comprising:
   a battery management controller configured to control charging and discharging of a battery cell;
   a thermoelectric management controller configured to control electric power delivered to a thermoelectric device, wherein the thermoelectric device is configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device, wherein the main surface of the thermoelectric device is attached to a bus bar, wherein the bus bar is in substantial thermal communication with an electrical conductor of the battery cell, wherein the electrical conductor is configured to deliver electric power to or from the battery cell, and wherein the electrical conductor serves as a conduit for conducting thermal energy between a temperature-sensitive region of the battery cell and the thermoelectric device;
   a battery enclosure that encloses the battery cell, and
   a printed circuit substrate comprising the battery management controller, the thermoelectric management controller, and a data connection between the battery management controller and the thermoelectric management controller, wherein the printed circuit substrate is positioned within the battery enclosure and comprises a power connection for supplying electric power to the thermoelectric device.

2. The thermoelectric battery thermal management system of claim 1, comprising a controller in electrical communication with the thermoelectric management controller and configured to control a polarity of electric current provided to the thermoelectric device, wherein a first polarity of electric current is provided in a cooling mode of system operation and wherein a second polarity opposite the first polarity of electric current is provided in a heating mode of system operation.

3. The thermoelectric battery thermal management system of claim 1, wherein the battery management controller is configured to administer control functions to the battery cell.

4. The thermoelectric battery thermal management system of claim 1, comprising a temperature sensor in thermal communication with the battery cell and in electrical communication with the thermoelectric management controller.

5. The thermoelectric battery thermal management system of claim 1, wherein the printed circuit substrate comprises a cutout portion configured to receive the thermoelectric device.

6. The thermoelectric battery thermal management system of any of claims 1-5, wherein a surface of the bus bar is in direct physical contact with a surface of the electrical conductor.

7. The thermoelectric battery thermal management system of any of claims 1-5, comprising a blower and duct assembly attached to the printed circuit substrate and configured to push or pull air across the waste surface of the thermoelectric device, wherein the blower and duct assembly comprises a controller in electrical communication with at least one of the battery management controller and thermoelectric management controller such that at least one of the battery management controller and thermoelectric management controller is configured to optimize system efficiency such that airflow from the blower is increased or decreased to match cooling or heating requirements of the battery cell.

8. The thermoelectric battery thermal management system of any of claims 1-5, wherein the bus bar comprises one or more mounting holes for mounting the bus bar to the printed circuit substrate and electrical conductor.

9. The thermoelectric battery thermal management system of any of claims 1-5, wherein the battery cell is sealed within an enclosure, the enclosure comprising a window of high thermal conductivity material abutting the thermoelectric device configured to provide access for substantial thermal communication between a portion of a waste heat removal system positioned outside the window and the waste surface of the thermoelectric device.

10. The thermoelectric battery thermal management system of any of claims 1-5, wherein thermoelectric devices are attached to both a top and bottom surface of the bus bar.

11. A method for thermally managing a battery cell, the method comprising:
   controlling charging and discharging of a battery cell using a battery management controller attached to a printed circuit substrate;
   controlling electric power delivered to a thermoelectric device using a thermoelectric management controller attached to the printed circuit substrate; and
   supplying electric power to the thermoelectric device from a power connection attached to the printed circuit substrate;
   wherein the thermoelectric device is configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device;
   wherein the main surface of the thermoelectric device is in physical contact with a bus bar;
   wherein the bus bar is in thermal and electrical communication with an electrode of the battery cell;
   wherein the electrode is configured to deliver electric power to or from the battery cell and to serve as a conduit for conducting thermal energy between a temperature-sensitive region of the battery cell and the thermoelectric device; and
   wherein the battery cell is capable of being heated or cooled by adjusting a polarity of electric current delivered to the thermoelectric device.

12. The method of claim 11, wherein the thermoelectric management controller is configured to control the polarity of electric current provided to the thermoelectric device, wherein a first polarity of electric current is provided in a cooling mode of system operation, and wherein a second polarity opposite the first polarity of electric current is provided in a heating mode of system operation.

13. The method of claim 11, wherein the battery management controller is configured to manage the charging and discharging of the battery cell.

14. The method of claim 11, comprising a temperature sensor in thermal communication with the battery cell and in electrical communication with the thermoelectric management controller.
15. The method of claim 11, wherein the printed circuit substrate comprises a cutout portion configured to receive the thermoelectric device.

16. The method of any of claims 11-15, wherein a surface of the bus bar is in direct physical contact with a surface of the electrical conductor.

17. The method of any of claims 11-15, comprising a blower and duct assembly attached to the printed circuit substrate and configured to push or pull air across the waste surface of the thermoelectric device, wherein the blower and duct assembly comprises a controller in electrical communication with at least one of the battery management controller and thermoelectric management controller such that at least one of the battery management controller and thermoelectric management controller is configured to optimize system efficiency such that airflow from the blower is increased or decreased to match cooling or heating requirements of the battery cell.

18. The method of any of claims 11-15, wherein the bus bar comprises one or more mounting holes for mounting the bus bar to the printed circuit substrate and electrical conductor.

19. The method of any of claims 11-15, wherein the battery cell is sealed within an enclosure, the enclosure comprising a window abutting the thermoelectric device configured to provide access for substantial thermal communication between a portion of a waste heat removal system positioned outside the window and the waste surface of the thermoelectric device.

20. The method of any of claims 11-15, wherein thermoelectric devices are attached to both a top and bottom surface of the bus bar.

21. A method of manufacturing a thermoelectric battery thermal management system, the method comprising:
   connecting a printed circuit substrate to a battery management system configured to control charging and discharging of a battery cell and to a thermoelectric management system configured to control electric power delivered to a thermoelectric device, wherein the thermoelectric device is configured to transfer thermal energy between a main surface and a waste surface upon application of electric power to the thermoelectric device;
   attaching the main surface of the thermoelectric device to a bus bar;
   connecting the bus bar to an electrical conductor that is in thermal and electrical communication with the battery cell, wherein the electrical conductor is configured to deliver electric power to or from the battery cell such that the electrical conductor serves as a conduit for conducting thermal energy between a temperature-sensitive region of the battery cell and the thermoelectric device; and
   connecting a power connection positioned on the printed circuit substrate to the thermoelectric device for supplying electric power to the thermoelectric device.

22. The method of claim 21, comprising connecting a controller to the thermoelectric management system, wherein the controller is configured to control a polarity of electric current provided to the thermoelectric device, wherein a first polarity of electric current is provided in a cooling mode of system operation and wherein a second polarity opposite the first polarity of electric current is provided in a heating mode of system operation.

23. The method of claim 21, comprising connecting a controller with the battery management system configured to administer control functions to the battery cell.

24. The method of claim 21, comprising connecting a temperature sensor in thermal communication with the battery cell and in electrical communication with the thermoelectric management controller.

25. The method of claim 21, comprising forming a cutout in the printed circuit configured to receive the thermoelectric device.

26. The method of any of claims 21-25, comprising connecting the bus bar to the electrical conductor such that a surface of the bus bar is in direct physical contact with a surface of the electrical conductor.

27. The method of any of claims 21-25, comprising attaching a blower and duct assembly to the printed circuit substrate, the blower and duct assembly configured to push or pull air across the waste surface of the thermoelectric device, wherein the blower and duct assembly comprises a controller in electrical communication with at least one of the battery management system and thermoelectric management system such that at least one of the battery management system and thermoelectric management system is configured to optimize system efficiency such that airflow from the blower is increased or decreased to match cooling or heating requirements of the battery cell.

28. The method of any of claims 21-25, comprising mounting the bus bar to the printed circuit substrate and electrical conductor.

29. The method of any of claims 21-25, comprising sealing the battery cell within an enclosure, the enclosure comprising a window abutting the thermoelectric device configured to provide access for substantial thermal communication between a portion of a waste heat removal system positioned outside the window and the waste surface of the thermoelectric device.

30. The method of any of claims 21-25, comprising attaching thermoelectric devices to both a top and bottom surface of the bus bar.